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 Lot de 2 piles boutons alcalines -
LR43 - 0% de mercure - 1,5V - 110
mAh
Réf PBA9004

1.88€TTC*

  

Voir le produit : https://www.domomat.com/48040-lot-de-2-piles-boutons-alcalines-lr43-0-de-
mercure-15v-110-mah-enix-pba9004.html

 

Le produit Lot de 2 piles boutons alcalines - LR43 - 0% de mercure - 1,5V - 110 mAh
est en vente chez Domomat !
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Main inforMation / inforMations générales

eleCtriCal CHaraCteristiCs

disCHarge Curve

 Size lr43

 Brand name  nX

 Technology alKaline

 VolTage 1.5v

 Typical capaciTy 110mah (discharge continuously to 0.9 v in 20±2°C with a load of 22kΩ ohm) 

  100mah (discharge continuously to 0.9 v in 20±2°C with a load of 1kΩ ohm)

 Typical weighT 1.5g

 nominal dimenSion ø 11.6 x h 4.6 mm

Data sheet

Part No: PBA9004

ALKALINE ButtoN CELL
1.5V 110mAh

 TeSTing iTem  STorage  condiTionS 

 Voltage initial   after 12 months 

 ocV ≥1530v  ≥1500v dC voltmeter : tolerance ≤±0.005v ; internal resistence ≥1MΩ 

 ccV ≥1520v  ≥1490v dC voltmeter : same as above. load : 22kΩ, take reading after 0.8 sec

 capacity initial   after 12 months 

 normal discharge ≥600hrs  ≥540 hrs load : 6.8 kΩ - Cut off voltage : 0.9v 

 rapid discharge ≥75 hrs  ≥67 hrs load : 1 kΩ - Cut off voltage : 0.9v 

9.1  Load : 6.8kΩ Cut Off Voltage : 0.9V

9.2  Load : 1kΩ Cut Off Voltage : 0.9V
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9.1  Load : 6.8kΩ Cut Off Voltage : 0.9V

9.2  Load : 1kΩ Cut Off Voltage : 0.9V

0.90

0.95

1.00

1.05

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

1.55

1.60

1.65

0 50 100 150 200 250 300 350 400 450 500 550 600

放电时间（小时）

电
压

（
V
）

0.90

0.95

1.00

1.05

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

1.55

1.60

1.65

0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75

放电时间（小时）

电
压

（
V
）

0%

MERCURY FREE

outline  safetY   Warning: use onlY   WitH in tHe  alloWed ParaMeters. do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. do not  heat  above  maximum  temperatures  indicated. never  crush, mutilate,  puncture  or  abuse the battery.  
do not dismantle the pack or disable any of the protective devices or circuits. do not use tHe BatterY if You susPeCt it MaY Be faultY or daMaged.

© Copyright enix energies 2005. nB: this document and the product design are the intellectual property of enix energies. no document or design may be copied or used for commercial purposes without written permission of enix energies. users must satisfy themselves, by means of 
testing etc, that products are suitable for their application. data in this document is for general guidance only; consult cell manufacturers data for definitive information. information is given free of charge and in good faith, but no responsibility can be accepted for any errors or omission 
or costs or losses or liabilities arising from the use of this information. all business is conducted to enix energies terms and conditions only.

www.enix-energies.com • Date : 3-11-2015 • Rev.No : A1


