
  
  

 

Fiche Wiser - CCTFR6310
  

  

 Passerelle Wifi ZigBee Wiser
Schneider - centrale de commande
pour tous les appareils Wiser
Réf CCTFR6310

76.07€TTC*

  

Voir le produit : https://www.domomat.com/56449-passerelle-wifi-zigbee-wiser-schneider-centrale-de-
commande-pour-tous-les-appareils-wiser-schneider-electric-cctfr6310.html

 

Le produit Passerelle Wifi ZigBee Wiser Schneider - centrale de commande pour tous
les appareils Wiser

est en vente chez Domomat !
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Product data sheet
Characteristics

CCTFR6310
Hub, Wiser

Main
Range of product Wiser
Product or component type Hub

Complementary
Device connection Boiler protocol: OpenTherm

On/off boiler
Communication network type Wireless - 2.4 GHz radio
Control type Push-button for commissioning

Push-button for heating override
Remote control for firmware update
Mobile application

[Us] rated supply voltage 230 V: AC +/- 10 %
Surge withstand 2.5 kV
[Sd] sensing range 30 m
Operating mode Comfort

Eco
Away

Function available Optimum start (comfort mode)
Optimum stop (eco mode)
Weather compensation (eco mode)

Local signalling Green, orange and red LED for status
Maximum switching current 2 A at 230 V AC (per output)
Maximum radio power 17 dBm (50 mW)
Control Accuracy <=0.8 °C (at 4 °C/hour) with radiator thermostat

<=0.6 °C (at 4 °C/hour) with room thermostat
Timing resolution 1 min
Name of test Ball pressure 92 °C
Software class Class A
Pollution degree 2
Ambient air temperature for storage -10…55 °C
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Mounting location Wall mounting with mounting plate
Width 104 mm
Height 104 mm
Depth 23 mm

Environment
Ambient air temperature for operation 0…45 °C
Temperature setting range 0.5 °C per step

5…30 °C
Relative humidity 25…90 % operating

15…90 % storage
IP degree of protection IP30
Directives 2014/53/EU - radio equipment directive

2006/66/EC - battery directive
2011/65/EU - RoHS directive

Standards BS 7671
EN 60730-1
EN 60730-2-7
EN 60730-2-9
EN 300-328

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
Circularity Profile End of Life Information
WEEE The product must be disposed on European Union markets following specific waste collection and

never end up in rubbish bins
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